Table 5
Groundwater Analytical Results - New Monitoring Wells
Jadco Hughes Superfund Site
Belmont, North Carolina
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Units| pg/L ng/L ng/L ng/L ng/L ng/L ng/L ng/L ng/L ng/L ng/L ng/L
NCAC 2L Standard 6 350 0.4 NA 70 70 NA 5 0.7 600 2,000 0.03
Site-Specific Groundwater Remedial Goal| 0.3 7 0.3 350 0.19 70 NA 5 0.7 1,000 NA 0.015
Sample Name Date Sampled
MW-29DD 2/4/2020 487 <130 2,100 M <630 <130 270 <130 140 <130 <130 <130 60 J
MW-30DD 2/3/2020 <1.0 <1.0 <1.0 <5.0 14 <1.0 <1.0 14 <1.0 <1.0 <1.0 <1.0
MW-30DD (DUP-2) 2/3/2020 <1.0 <1.0 <1.0 <5.0 1.4 <1.0 <1.0 1.3 0.48 J <1.0 0.99J <1.0
MW-31DDR 1/29/2020 0.74J 0.98J <1.0 2,800 1.9 14 <1.0 <1.0 1.8 <1.0 2.0 <1.0
MW-32DDR 2/4/2020 <1.0 1.7 091J <5.0 3.1 1.4 0.88J <1.0 <1.0 1.6 <1.0 <1.0
Notes:
pg/L  micrograms per liter
M indicates that recovery from the laboratory matrix sample or matrix sample duplicate was outside of the accepted laboratory limits.
J indicates an estimated concentration value that was below the laboratory reporting limit but above the minimum detection limit.

NA indicates no standard available.

Bold values indicate laboratory detections.

Non-detected values are indicated by "< Reporting Limit".

Shaded values indicate detections above respective Site-Specific Remedial Goals from Record of Decision, 1991.

NCAC 2L Standards indicate NCDEQ Groundwater Standards.

Volatile constituent concetrations were obtained using United States Environmental Protection Agency Method 8260 laboratory analyses for volatile organic compounds. Only constiuents
where detections were observed are shown.
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Table 6
Groundwater Analytical Results - Existing Monitoring Wells
Jadco Hughes Superfund Site

Belmont, North Carolina
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Units] mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L
NCAC 2L Standard| NA NA 500 NA NA NA 0.01 0.3 NA NA NA NA 10 1 NA 250 250 NA
Site-Specific Groundwater Remedial Goal| NA NA NA NA NA NA 0.05 0.3 NA NA NA NA NA NA NA NA NA NA
Sample Name Date Sampled
MW-5D 1/29/2020 <5.0 160 300 <0.10 1.7 47 0.00092J | 0.037J 19 13J 49 12 <0.1 <0.05 <0.50 48 8.1 200
MW-5DDR 1/29/2020 <5.0 5.8 180 <0.10 <10 29 0.0013J | <0.10 10 <50 47 9.8 0.79 <0.05 <0.50 6.1 110 110
MW-58 1/30/2020 <5.0 110 180 0.27 2.5 28 0.039 1.9 15 <5.0 20 13 <0.1 <0.05 <0.50 31 6.4 130
MW-6D 1/29/2020 <5.0 44 120 <0.10 <1.0 8.9 0.0011J | 0.035 J 3.0J <50 32 5.3 0.25 <0.05 <0.50 0.54J 2.1 34
MW-6D (DUP) 1/29/2020 <5.0 44 84 <0.10 <1.0 8.7 0.0013J | <0.10 29J <5.0 32 5.2 0.25 <0.05 <0.50 0.69 J 2.1 34
MW-6S 1/30/2020 <5.0 150 230 023 M 35 33 0.0013J 28 12 <5.0 56 19 <0.1 <0.05 <0.50 11 17 130
Notes:
mg/L  milligrams per liter
CaCO3 calcium carbonate
Si02  silicon dioxide
N nitrogen
M indicates that recovery from the laboratory matrix sample or matrix sample duplicate was outside of the accepted laboratory limits.
J indicates an estimated concentration value that was below the laboratory reporting limit but above the method detection limit.

NA indicates no standard available.
Bold values indicate laboratory detections.

Non-detected values are indicated by "< Reporting Limit".
Shaded values indicate detections above respective Site-Specific Remedial Goals from Record of Decision, 1991.

Volatile constituent concetrations were obtained using United States Environmental Protection Agency Method 8260 laboratory analyses for volatile organic compounds. Only constiuents where detections were observed are shown.

GC6363/CAR200016

Page 1 of 1

Geosyntec Consultants of NC, P.C.



Private Well
®
MW-13S_ @) MW-13D
Cason Street / \ )
--- - - - - - - - - - - - - - - - - - - 1
\ S b MH-13 MW-14S
MW-18S- : e -
R ® MW-19S = @Fz4s @PZ6S = ss;)z g
MW-1 Approx. § ) o MH-6 MW-14D
¢ 550 ft Landfill Area MW=3D P2 © PZ-8D |
MwW-29DD  MW-3S PZ8S
MW-3&DD ©PW-3 MH.7 PZ1 2DE1
PZ-5S ® pzoD !
MH-9 MW-7S ©® o PW_S?V%S:%SR :
; el MW-31DDR ® Mw-27DD -32DD
M12- Mﬁo - MH-8 MH4 MW-24DD ® ©MW:280D
MW-4D MW-22S o MR- @PZ3S o ® PZIIDD® @, gy Ss18
MW-16S PW5 /2 o
MW-4S @GP ® e e e e et e — N © ® RZ10DD
@® @PZ2S M2 SS-9 = s WEDD SS-14 MW-12S
® MW-17S Y ® ® ®
sPZ1S Xy INHV=5S MW-12D @
I ® Mwss  PW-1 @ MH-10 MW-21S MW-15S@  \w-50DR
I MW-2D @r) ® 1
o MH-11 MW-10DD Mw__f\;s'lD MW-15D
/ ® PW-4 MW-2S MW-6S @@mw.6i
Mw-20 I Mw-6D ! MW-9S
® P F1 ® MW-23D
l MJ ® MW-23S
-— ——— ] - - ==
-— “@MW-11D
Legend SITE LAYOUT MAP
® Extraction Well ® Private Well ® Abandoned Well @ 2020 PWR Well Pipeline == Property Boundary *»— Fence Jadco Hughes Superfund Site
Belmont, North Caroli
® Monitoring Well ® SW Monitoring @ 2020 Bedrock Well Piped-Channel Stream Perimeter Collection Drain Electrical Utility Treatment Building eimont, Yo arolina
® Piezometer I Manhole Stream Landfill Area C,e()syntec(> .
Concrete Pad consultants Figure
1. Locations of Site features and pre-existing wells from GHD, Inc. 100 50 0 100 Feet T 2
| 2. Locations of new wells surveyed by ESP Associates, Inc. 1 February 2020. e — Charlotte, North Carolina January 2021






